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by

Hobart Swartwood, Jr.

ABSTRACT

Certain of the launch and arrival parameters for the Radio Astron-

omy Explorer-B mission have been revised to provide better tracking
station coverage of the transfer trajectory. It is shown that changing the
launch azimuth and flight time is sufficient to provide post-injection track-
ing by Tananarive and Carnarvon, and redundant lunar orbit insertion cover-
age by command stations. These changes can be made with no significant
influence on the other parameters and without sacrificing any launch op-

portunities. All acceptable launch opportunities during the RAE-B launch

period are tabulated together with pertinent launch and arrival parame-

ters; this table supersedes all those previously published.
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TRACKING COVERAGE OF THE RADIO
ASTRONOMY EXPLORER-B

INTRODUCTION

The Radio Astronomy Explorer-B is scheduled to be launched during the
period April through September 1973 and will be placed into an inclined, nearly
circular orbit about the Moon. Launch opportunities are subject to constraints
imposed by spacecraft thermal and electrical power considerations, the on-board
propulsion system, and spacecraft gravity gradient utilization considerations.
In addition, it is necessary to have adequate tracking station coverage during the
critical phases of the mission, in particular, the first few hours after the trans-
lunar injection burn, and the retro maneuver at perilune. It is shown that changing
the launch azimuth and the nominal flight time can satisfy the coverage require-
ments for all launch dates which meet the other constraints.

THE RADIO ASTRONOMY EXPLORER-B MISSION

The Radio Astronomy Explorer-B will be launched during the period April
through September 1973 and will be placed into a nearly circular lunar orbit,
inclined 116.5 degrees to the lunar equator at an altitude of 1100 km. Constraints
on the launch and arrival conditions limit the number of launch opportunities,
see Ref. 1, 2. Specifically, the spin axis-Sun angle must be maintained between
60 degrees and 120 degrees throughout the spin-stabilized phases of the mission
except for maneuver periods. As midcourse guidance corrections will be neces-
sary, the mass of the spacecraft at perilune will vary. But the retro motor for
lunar orbit insertion is a solid propellant fixed total impulse motor, and thus the
net velocity increment it applies varies accordingly. After lunar orbit insertion
the on-board hydrazine system will be used to circularize the orbit and to remove
any insertion errors. The total velocity correction necessary for orbit insertion
and trim is constrained to be no more than 0.720 km/sec.

The orbit about the Moon is perturbed primarily by the Earth and by lunar
gravitational- anomalies. The perturbations cause the line of nodes to regress.
Part of the orbit will be in lunar shadow for certain values of the node, and for
other values, the entire orbit will be sunlit. Launch opportunities are also
subject to the constraint that during the first 50 days of lunar orbit, the entire
orbit is required to be sunlit.
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In addition the tracking requirements impose constraints. For orbit deter-
mination purposes, only those translunar trajections which are visible during
the first few hours from stations at Tananarive and Carnarvon are acceptable.
The spacecraft will be inserted into lunar orbit by the solid propellant retro
motor. Redundant coverage of the retro maneuver by command tracking stations
is another requirement.

TRACKING COVERAGE

Success of the RAE-B mission is largely dependent upon tracking coverage
of all phases of the mission. For orbit determination purposes, good tracking
coverage is essential during the first few hours after translunar injection. The
primary stations for this phase of the mission are Tananarive and Carnarvon.
The translunar trajectories must be designed to pass within the visibility limits
of these two stations, constraining to some extent the Earth-fixed injection point.
This requirement translates into a constraint on launch azimuth and park orbit
coast time. It is easier, and more desirable, to vary the coast time and hold
launch azimuth fixed. For most launch dates during the RAE-B launch period,
a launch azimuth of 81 degrees satisfies the location requirements for the in-
jection point, with park times varying from about 480 sec to about 800 sec. The
accompanying figure shows a typical RAE-B ground trace. Daring the latter
months, the Moon is at a higher declination and in order to maintain a short
park orbit coast time, the launch azimuth should be changed to 95 degrees to
insure the requisite coverage.

The nominal mission calls for the spacecraft to be inserted into lunar orbit
at perilune on the hyperbolic approach trajectory. The solid propellant retro
motor ignition will be commanded from Earth. For this most important function,
it is necessary to provide redundant command capability. By varying the flight
time, the time of arrival at perilune can be controlled, and by judiciously choosing
the flight time, the required command station coverage can be achieved.

Below is the coverage schedule of the stations under consideration for a
24-hour period during a typical RAE-B arrival period. The visibility times,
and even the relative signal acquisition and signal loss times among stations,
is affected by the Moon's declination. Similar figures can be generated for all
launch dates which meet all the mission constraints for the nominal flight time,
110 hrs. Extending the flight time has little effect on the other launch param-
eters, so it can be chosen, to some extent, independently. This has been done,
and the results are presented in the table.
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Between April and September there exist three to four opportunities per
month. The Spin Axis-Sun Angle as tabulated is determined at the time of
injection into the translunar trajectory. Except for altitude maneuvers, this
angle should remain approximately inertially constant throughout the trajectory.
Shadow Time is zero in all cases, and represents the total time the spacecraft
spends in shadow from launch, through the park orbit, the transfer trajectory,
and at least the initial 50 days of lunar orbit. Lunar Phase Angle at Arrival
is the Earth-Moon-Sun angle, and gives a measure of the phase of the Moon at
the time of arrival of the spacecraft. The Sunlit Orbit Time is the time from
insertion into the lunar orbit until the spacecraft first enters the lunar shadow.
This quantity was determined using an approximation technique which is gener-
ally conservative. On those launch dates where it is less than mission require-
ments, more detailed analyses were made and these results are indicated
parenthetically on certain of the launch dates. The column, AV for Circular
Orbit, is the total velocity increment necessary to achieve a circular lunar
orbit if the retro maneuver were to occur at perilune. The Flight Time is
measured from translunar injection to perilune, and for the indicated times
will provide redundant coverage by command stations.. Those stations are
Rosman, Santiago, and Orroral during April through August; and Rosman, Santiago
and Johannesburg in September.

This table supersedes all those previously'published.
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